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Comparison Chart for GV‐Edge Recording Manager Versions 

Software Functions  Windows Version    Mac Version   

  Camera Settings 

Enable/Disable Camera Monitoring  Yes  Yes 

Camera/Host Auto‐Scanning    Yes  Yes 

Camera IP Auto‐Assigning  Yes  Yes 

ID/Password Setting  Yes  Yes 

Information Display (MAC address, 
F/W Version, Model) 

Yes  N/A 

Device Name  Yes  Yes 

  Live View 

PTZ Control  Yes 
Yes 

(Auto Pan functions not supported) 

Recording Status Indicator 
(Monitoring / Non‐monitoring) 

Yes  Yes 

Max. Number of Channels  32  32 

Default Channel Division  4, 9, 16, 25, 36  4, 9, 16, 36 

Customized Division Layout  Yes  N/A 

Image Drag and Drop  N/A  Yes 

Rotation (0°, 90°, 180°, 270°)  N/A  Yes 

Snapshot  Yes  Yes 

Viewing Options 
(PIP view, PAP view, Wide Angle) 

Yes  N/A 

Screen Setting (Fitting Window / 
Fixed Ratio change 

Yes  Yes 

Fisheye Dewarping  Yes 
Yes 

(Object Track, AutoPan and Guard Tour Setting not supported) 

Audio  2‐way  1‐way 

On‐Demand (Dual Streaming)  Yes  Yes 

  Playback 

Timeline Mode  N/A  Yes 

Max. Number of Channels  1  1 

Player 
AVI Player 
MP4 Player 

AVI Player 
MP4 Player 

  NAS Settings 

NAS Setup 
(Path, ID/Password, Search) 

Yes  Yes 

Storage Information  Yes  Yes 

Time Synchronization  1 or all cameras  only 1 camera 

  Supported Hosts 

For Windows  GV‐IP Camera, GV‐Video Server (VS11, VS12, VS14), GV‐DVR/NVR/VMS, GV‐Recording Server 

For Mac OS X  GV‐IP Camera, GV‐Video Server (VS11, VS12, VS14), GV‐VMS, GV‐Recording Server 

All specifications are subject to change without notice. 


